






Update on moisture measurement

AutoPilot4Feed can connect to the moisture 
detector via either 4-20mA signals or by 
Ethernet which is faster, more accurate and 
normally cheaper. DSL engineers can now 
perform all the calibration and testing as a 
new routine has been incorporated into the 
AutoPilot4Feed system.

Please contact DSL if you would like us to 
explain the benefits of obtaining the correct 
moisture levels in product and for our advice 
on the best location for your moisture meter.

Faster and more 
efficient production

Improved production of moisture measurement systems and 
a favourable exchange rate have enabled Intelscan to reduce 
their pricing. Please contact DSL for latest price offering. 

Integration with packing 
systems and palletisers
AutoPilot4Feed can now link with bagging 
controllers and palletisers to automatically 
change the required settings for a new run. 
For example, palletisers may need to have 
the number of layers, number of bags per 
layer and pallet size set up. The packer and 
palletiser settings can be associated with 
the product. This reduces work load and 
prevent mistakes.

DSL is continuing its well planned product 
strategy for AutoPilot4Feed and 
AutoPilot4Flour to remain as the first 
preference for any feed mill, premix plant, 
pet food plant or flour mill. We invite 
customers to contact us to discuss their 
requirements and learn how we can assist 
their operations.

Training dates 
Advanced training:

17 - 18 March 2010; 
22 - 23 September 2010

Maintenance Engineers:

12 May 2010; 10 November 2010

Mill Managers:

21 April 2010; 20 October 2010

Crystal Reports:

10 - 11 March 2010; 
15 - 16 September 2010 

Please visit www.dsl-systems.com for 
further details and for a booking form,  or 
telephone us on +44 (0) 115 981 3700.

DSL heads to 
Victam Asia 2010
DSL Systems will be exhibiting at Victam 
Asia in Bangkok, Thailand, from 3 - 5 
March, 2010. If you are planning a visit to 
this event, we will be pleased to welcome 
you to our stand. Please contact us if you 
need any further information.
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One of the most inefficient areas of 
operating a feed mill and pet food plant is 
during product change over. The gap where 
the pellet press or extruder is empty can 
take up to 20+ minutes and often takes 
plenty of effort from the operator. 

AutoPilot4Feed can now allow some mills, 
notably in the ruminant sector, to achieve 
zero down time or “layered” changeovers. 
When two products are very similar 
(or changing over to a lower specification 
product) AutoPilot4Feed can run seamlessly 
from one product to another, keeping the 
feeder, conditioner, pellet press and 
cooler full.

AutoPilot4Feed times the change-over 

through the cooler, fat coater (if present) 
and alters the settings at the appropriate 
moment. It will even do a “flying 
changeover” on the route to the next 
finished product bin at the right moment 
without stopping anything. This method of 
operating is super efficient.




